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Counter Top Alkaline Water IonizerCounter Top Alkaline Water IonizerCounter Top Alkaline Water IonizerCounter Top Alkaline Water Ionizer

Before using the instrument, please be sure to carefully read through this  manual.

The pH-value mentioned in this manual and panels might vary given different tap-water quality.

Chanson shall not be liable for any malfunctions or accidents occurred from users'  misuses during installation.



1.The first level of alkaline water The pH-value lies between 8.0 and 8.5.
   It's for first time drinking. The initial consumption period is around 4~7 days.
2.The second section of alkaline water The pH-value lies between 8.5 and
   9.0, after the initial period, you can drink the water at this level. Adjust to
   this level for 3 ~4 days. Most people will drink at level 2 or 3.
3.The third section of alkaline water The pH-value lies between 9.0 and 9.5
   , for daily drinking. It's good for Improving some chronic diseases.
4.The forth section of alkaline water The pH-value lies between 9.5 and 10
   , for food cleaning.
5.The first section of acid water The pH-value lies between 5.0 and 6.0,
   and it's light acid for skin cleaning and making pores smaller.
6.The second section of acid water The pH-value lies between 2.9 and 4.0,
   it's mild acid for dish washing, and antibacterial purpose.

You can benefit most from drinking alkaline water when
(1)You feel hungry before meals.
(2)Between half hour before meals and 2 hours after meals.
Most public water supplies provide hard water. Please clean and care for the
electrolytic cell periodically.

1.Alkaline-ionized water helps to treat the acidic body conditions to prevent
   chronic diseases, and improve health.
2.Alkaline-water functions as an antioxidant and seeks out free radicals
   to prevent from ill and chronic diseases, and improve health.
3.Alkaline-water ionizer increases the Lactobacillus counts and improves 
   fermentation.
4.The water molecule structure (groups of H O molecules) size is reduced.2

   It is easy to be absorbed by drinking and accelerates the metabolism to
   keep you young and healthy.
5.There are more minerals in alkaline-water ionizer than ordinary water to
   satisfy daily mineral requirement.
6.Acid water could be used for beauty salon, face washing, and antibacterial
   purposes.

The benefits of alkaline water ionizer

Suggestions for using alkaline water ionizer

Basic Information Of Water Ionizer
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"if instructions are ignored and/or applied incorrectly, injury and or damage could 
occur. please read all warnings and obey safety symbols.

Read carefully the instructions contained in this manual.
Please follow the instructions below to prevent the misuse and avoid
injury to people as well as damage to property.

Safety Precautions MUST follow 
the instructions.

This symbol indicates warning that, if ignored or applied incorrectly,
creates the danger of death or serious personal injury.

This symbol stipulates matters that have the risk of causing death or
serious injury if the product is operated incorrectly while ignoring this
indication.

This symbol ( ) means that the indicated
action must not be performed. Indications
within or nearby this symbol are specifically
prohibited.

This symbol ( ) means that the indicated
action must be performed.

Decompilation or disassembly is prohibited.
Don't try to disassemble, maintenance,
rebuild, or alter by yourself.

To disassemble creates the risk of fire and
electric shock.

If the dirt or dust from getting on the outlet, that
will creates the risk of electric shock by humidity.

Do not damage power cord and outlet.

Using multi-socket and household extension
cords can create the risk of fire by heating.

Do not touch socket with wet hands.

That creates the risk of electric shock and
injury.

Power plug must be plugged in completely

Do not use worn socket and loose plug.

If device falls into water, please unplug from
the electrical socket and stop using.

Please contact your original retailer or an
authorized service provider.

Do not use unqualified water.

Water without anti-bacteria process or
moving the hazard material out creates
the risk of ill. Qualified water supply is
recommended.

Positioning by brad nails.
Power cord was worn.
Rebuild or alter by yourself.
Twist or bend the power cord .
Pull on the power cord
Put heavy weight on power cord.
Bend power cord as loop

Keep using worn power cord or outlet creates the
risk of fire, electric shock, and short circuit.

Please clean the dust or dirt over the outlet
periodically.

Avoid multi-socket and household extension
cords. Do not over voltage.

Warning

Warning

Caution
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Do not drink the water with pH-value is over 10.

That will creates the risk of injury. The water
whose pH-value is around 9.5 is recommended.
The third section of alkaline water is also
recommended.

strong alkaline water(pH10) and acid water.
Water from drainage pipe
Water from outlet during electrode cleaning
 May cause uncomfortable feeling.

If pre-filter is installed and your away more
than 2 days,  turn off the water-inlet switch.

May cause water leakage and water pipe 
burst because of high pressure.

Before the first use each day, please let the
water flow freely for  about 15 seconds and
then begin to use. 

Using such containers will cause them to 
discolor or to be worn.

Contact our service providers about 
fees of the related maintenances.

The following persons should contact doctor 
before using weak acid water.

Avoid using aluminium containers whose
anti-alkali ability is weak. Avoid using 
copper containers without anti-acid ability

For electrolyzed alkaline water or clean
water, please store it in clean closed
containers. Drink in 1 day at normal
temperature. Drink in 2 days for storing
at refrigerator.

Do not use unqualified water.

Low skin resistance .
With over-sensitive skin.

For drinking electrolyzed alkaline water for 
the first time, please drink 1 or 2 cups of the
first section of alkaline electrolyzed water 
daily. When your body can accept alkaline
electrolyzed water after 2 weeks, please drink
the second or the third section of alkaline
electrolyzed water.

To drink highly-alkaline water may cause
uncomfortable feeling.

Do not use hot water with the temperature
over 40  through pre-filters or device.

That may case the damage of filters and device.

In hard water areas scale will eventually buildup 
on the electrodes, be sure to periodically clean 
electrodes for peak performance. (contact your 
dealer for more information)

Over two days please let the water flow
freely for  about 3 minutes and then begin
to use.

Caution

Safety Precautions MUST follow 
the instructions.

3 If your away over one day or absent without using water ionizer more than one day, turn off power and water inlet switch. 

Do not use damp sponge to wash machine.



Install diverter

If your faucet is European
style or American style
(see the following figure).

A.If the Faucet tip has female threads 
   (below figure 1), installation steps:

Figure 1

1.Pipe shaft-male
   screw type 2.Diverter

3.Diverter tighten with
   pipe shaft at first.

4.wrench out
   with aerator

5.Install the diverter 
   on the outlet of 
   faucet.

B.If the faucet tip has male threads 
   (right figure 2), installation steps:

Installation guide and diagrams

1 2 3 4 5

Figure 2

2.Wrench in with the
   diverter

1.Wrench out with
   aerator of faucet 

Switch and parts The related accessories/parts in device Consumable

1 2

Installation Method 1

1.Assemble branch switch which is tighten with pipe shaft.
   (Step1.2.3)
2.Wrench out withaerator of faucet. (Step 4).
3.Tighten the branch switch with the faucet and a washer.
4.The handler of branch switch could be right or left side.
   It's different by personal habit.

Wrench out with aerator of faucet and
wrench in with the diverter. if any leakage,
please wrench manually until stop the leakage.
before tightening diverter, please confirm the
washer is in diverter.

4

Before you use them, please check the accessories you have with the pictures below.
If there is any accessory missing, please ask your dealer for it.
Each kind of machine gets different kinds of accessories, please match and confirm. 

pH indicator dye

Diverter
diverter valve

Back hanging
set

Sucker

Plastic
anchor X2

Pipe clip X2

calcium powder
insert

Inlet outlet 
pipe

Nails X2

Constraint ring

Inner ring

Outlet with female
screw type



Power cordControl panel

water ionizer
Outlet pipe

faucet
(Not included)

Inlet pipe

Diverter valve

The outlet of water ionizer sucker The outle of
acid water

Installation Method 2

installation steps (see right figure)

1 Put the constraint ring into the faucet head.
2 Choose inner ring and put
      it into faucet.
3 Tighten with constraint ring.
4 Tighten diverter.

1.Confirm and complete the installation
   of faucet and diverter.
2.Turn the valve of diverter upward.
3.Confirm the device is secured on the
   frame properly.
4.Make sure pushing the plug into socket.

The diameter of front 
outlet is below 10 mm

shower head faucet with sensor Big outlet which
diameter is 24~32mm.

The following faucets can not install diverter

5.Flow freely alkaline water for 3~4 minutes
   (for the drainage of air in the device ) 
6.Make sure is there any water flowing from
   (alkaline) outlet pipe and (acid) drainage pipe.
7.pH-value measuring(please use the pH
   indicator dye included, see P.7)

The front outlet with
a special faucet.

Operation procedure

5

Diverter

Constraint ring

Inner ring

Outlet with female
screw type

Faucet

LCD display



The connection between device and pipes

1. Find the inlet hose in accessory pack.
2. Tailor the inlet hose in the desired length.
3. Tailor the drainage hose in the desired 
    length.
4. Connect hoses by reference of left figure.
5. Connect the other side of inlet hose to the 
    diverter.
6. Connect the other side of drainage (acid) 
    hose to suction pad which is included in 
    accessory pack.

Drainage 
(Acid) outlet

Inlet

Instruction of the back of device

Drainage hole
(To avoid the leak drain form this hole)

The foots of 
the bottom

How to mount the device on wall

Wall

Frame

Nalls

The back hole 
for hanging purpose The instruction of installation

1.Find the aluminum frame, plastic
   anchors and nails.
2.Locate the hole positions of
   frame on the wall.
3.Drill the hole on the wall.
4.Put the plastic anchors in the
   holes.
5.Tighten the nails in bolts.
6.Put the device on the aluminum
   frame.
7.All procedures are finished.

6

Inlet

The outlet
of acid water

Power cord

Mark of the 
specificaticn

The back hole 



The instruction of replacing filters

The procedure of replacing filters

1. Push the switch of filter cartridge.
2. Pull up the filter cartridge.
3. Wrench out the top cap of filters bottle.
4. Take out the filter.
5. Rotate the top cap anticlockwise to
    remove filter.
6. Put a new filter and rotate clockwise
    to tighten.

Using the tank for calcium powder

The following is the measuring procedure.

7. Put the filter into the bottle and tighter
    the top cap.
8. Pull the switch of filter cartridge.
9. Reset the counter.
10. After flowing water freely for 1~2 
      minutes, the device is ready.

Tips
1. The purpose of adding 

calcium powder is for 
improving soft-water in 
order to reach the desired 
pH-value.(In a hard-water 
area, it's not 
recommend to add that.)

2. Before adding calcium 
powder, MUST clean the 
Insert to prevent from the 
aggregate of powder. It 
may cause dirt in water 
or aggregate on the 
electrode.

1. Find the dropper bottle of pH indicator
    dye in accessory  package.
    

2. Let the generated water flow
    freely for 10 seconds 
    (for precise sampling).
3. Add some sampled water in the
    test tube. Cover and mix well.
4. In a bright environment, pH-value is 
    determined visually by visual
    comparison with standard color charts. PH colors can vary, they are meant only for 
    basic readings.

Two drops of the dye is added
    to a test tube.

Caution

Do not splash in eyes, taste, or swallow

If swallowed. Drink water to dilute concen-
tration. If in eyes, flush eyes with plenty of
water. Seek medical aid immediately.
Must cover the bottle tightly. And put it in
a place where children cannot reach.
pH indicator dye have a 1-year life cycle.
If necessary, Please contact the nearest 
dealer.
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4

6

7

8

Find the Insert of
calcium powder in
the accessory pack.

Tighten the
top cap.

5
Put the Insert
into the filter.

Put filter into
filter bottle.

Put some calcium powder
in the tank (You can buy
calcium powders from drug
stores or retailers).

It's done.
7

2
The center hole
of the filter
(indicated by the 
arrow) is the hole
to put the Insert of
calcium powder

1
Rotate the
top cap of
filter bottle.

The instruction of measuring pH
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4

The function of "Self Cleaning"

The instruction of operation

Turn the valve 
of diverter 
to clean water.

Before production,
press the button to 
choose the desired 
kind of water.

Turn upward

Turn faucet on.

Water flowing (after 2 beeps of the device, 
the water is ready and safe to drink.)
If you press one of the buttons named "Strong 
Acidic", "Strong Alkaline", "Alkaline 3", 
"Alkaline 2", or "Alkaline 1", alkaline water flows 
from stainless steel tube, and acid water flows 
from hose. 
If you press the button named "Purified", clean 
water flows from both stainless steel tube and 
hose. 
If you press the button named "Acidic", acid 
water flows from stainless steel tube, and 
alkaline water flows from hose.

Buttons of 
water quality

Cleaning the electrolytic cell

The instruction of operation

Instruction
In order to lengthen the life of electrolyzed-water treatment device and to function
well, at a certain condition(by water quality) the indicator of "Self Cleaning" will turn
to red light to notify that it's time to "Self  Cleaning".

Please follow the steps

"Self Cleaning"
Self  Cleaning" 

1.Turn faucet on.
2.Press the button named .
3.During " the indicator will
   flash with flute alarms.
4.The duration is about 1 minute (Before
   completing automatic cleaning, do not
   turn off the water supply.)

5.During cleaning, do not drink the water
   from hose and stainless steel tube.
6.When complete the cleaning,
   indicator light will turn off, then it's
   ready to produce water.

8
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4
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Using the control panel of MIRACLE 

  The pH-value mentioned in the table may vary depend on different water quality and different water pressure.

Clean water

Acid water

About
pH 5.5~6.0

Below 
pH 2.9

Highly acid water

It's for preparing milk or taking
medicine.

It's anti-bacteria
for floor cleaning,
dishes cleaning.

Fruit cleaning remove insecticides.
Dishes cleaning remove oil grime
Clothes cleaning remove stains on the collars

It's for daily drinking and also good for chronic
disease to improve the uncomfortable feeling
about stomach, constipation, diarrhea, and gout
and prevent from aging.

Over 10

About9.0~9.8

About8.5~9.0

About8.0~8.5

This Alkaline water level improves the uncomfortable
feeling of the fatigue, tiredness and sleepy. 
People who use the machine for the first time: after
drinking alkaline 2 for two weeks ~ one month, start
to drink alkaline 3.
Use alkaline water for washing and cooking rice. 
The result is delicious and fluffy rice. 
Improve color, taste and aroma for coffee and tea.

It is for people to drink for the initial time. After two
weeks ~ one month, start to drink alkaline 2. Alkaline
water can balance acidic and alkaline in the body and
prevent from aging.

The astringent
properties of acidic
water are effective
in toning and firming
your skin.

Alkaline water
pH-valueUsage

Usage

Usage

pH-value

pH-value

9

The instruction of kinds of alkaline water

The appearance of water ionizer.

"Self Cleaning"
button,Press
this button to
start the
procedure of
electrode cleaning.
(The procedure
about electrode
cleaning, see
Page.8)

Below pH2.9 button
if you need the highly 
acid water wich pH value 
is Below 2.9. Please 
press this button and 
turn the water flow small.

The water from stainless 
    steel tube is highly alkaline 
    water.

The water from hose is 
    highly acid water.

LCD display

LOCK utton
(alkaline-water level
fixed locked when this 
function activated)
Whenever the water 
flowing from outlet is 
locked at a certain 
interval of pH-value.
Lock the alkline-water
level by pressing the
button for 5 seconds.
Unlock it by pressing 
it again for 5 seconds.

B

CONFIRM button

Adjustment for pH
level/time, filter 
reset...etc..

MIRACLE 



Using the control panel of VIOLET

  The pH-value mentioned in the table may vary depend on different water quality and different water pressure.

Acid water

About
pH 5.5~6.0

About
pH 3.5

Acid water

It's for preparing milk or taking
medicine.

It's anti-bacteria
for floor cleaning,
dishes cleaning.

Fruit cleaning remove insecticides.
Dishes cleaning remove oil grime
Clothes cleaning remove stains on the collars

It's for daily drinking and also good for chronic
disease to improve the uncomfortable feeling
about stomach, constipation, diarrhea, and gout
and prevent from aging.

Over 10

About9.0~9.8

About8.5~9.0

About8.0~8.5

This Alkaline water level improves the uncomfortable
feeling of the fatigue, tiredness and sleepy. 
People who use the machine for the first time: after
drinking alkaline 2 for two weeks ~ one month, start
to drink alkaline 3.
Use alkaline water for washing and cooking rice. 
The result is delicious and fluffy rice. 
Improve color, taste and aroma for coffee and tea.

It is for people to drink for the initial time. After two
weeks ~ one month, start to drink alkaline 2. Alkaline
water can balance acidic and alkaline in the body and
prevent from aging.

The astringent
properties of acidic
water are effective
in toning and firming
your skin.

Alkaline water
pH-valueUsage

Usage

Usage

pH-value

pH-value

"Self Cleaning"
button,Press
this button to
start the
procedure 
of electrode 
cleaning.
(The procedure
about electrode
cleaning, see
Page.8)

if you need acid water 
wich pH value is pH3.5 
Please press this button 
and turn the water flow 
small.

The water from stainless 
    steel tube is highly 
    alkaline water.

The water from hose is 
    highly acid water.

LCD display

LOCK utton
(alkaline-water level
fixed locked when this 
function activated)
Whenever the water 
flowing from outlet is 
locked at a certain 
interval of pH-value.
Lock the alkline-water
level by pressing the
button for 5 seconds.
Unlock it by pressing 
it again for 5 seconds.

B

CONFIRM button

Adjustment for pH
level/time, filter 
reset...etc..

The instruction of kinds of alkaline water
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Strong Alkaline

Alkaline 3

Alkaline 2

Alkaline 1

Purified water

Purified

Acidic

Strong Acidic

VIOLET

The appearance of water ionizer.



Using the control panel of EDEN

  The pH-value mentioned in the table may vary depend on different water quality and different water pressure.

Purified water

Acid water

About
pH 5.5~6.0

About
pH 4.0

It's for preparing milk or taking
medicine.

It helps clean
kitchen urtensils.

Fruit cleaning remove insecticides.
Dishes cleaning remove oil grime
Clothes cleaning remove stains on the collars

It's for daily drinking and also good for chronic
disease to improve the uncomfortable feeling
about stomach, constipation, diarrhea, and gout
and prevent from aging.

About 10

About 9.0~9.8

About 8.5~9.0

About 8.0~8.5

This Alkaline water level improves the uncomfortable
feeling of the fatigue, tiredness and sleepy. 
People who use the machine for the first time: after
drinking alkaline 2 for two weeks ~ one month, start
to drink alkaline 3.
Use alkaline water for washing and cooking rice. 
The result is delicious and fluffy rice. 
Improve color, taste and aroma for coffee and tea.

It is for people to drink for the initial time. After two
weeks ~ one month, start to drink alkaline 2. Alkaline
water can balance acidic and alkaline in the body and
prevent from aging.

The astringent
properties of acidic
water are effective
in toning and firming
your skin.

Alkaline water
pH-valueUsage

Usage

Usage

pH-value

pH-value
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"Self Cleaning"
button,Press
this button to
start the
procedure of
electrode cleaning.
(The procedure
about electrode
cleaning, see
Page.8)

if you need acid water 
wich pH value is pH4.0 
Please press this button 
and turn the water flow 
small.

The water from stainless 
    steel tube is highly 
    alkaline water.

The water from hose is 
    highly acid water.

LCD display

LOCK utton
(alkaline-water level
fixed locked when this 
function activated)
Whenever the water 
flowing from outlet is 
locked at a certain 
interval of pH-value.
Lock the alkline-water
level by pressing the
button for 5 seconds.
Unlock it by pressing 
it again for 5 seconds.

B

CONFIRM button

Adjustment for pH
level/time, filter 
reset...etc..

The instruction of kinds of alkaline water

Alkaline 4

Alkaline 3

Alkaline 2

Alkaline 1

Alkaline 4

Purified

Purified

Acidic 1

Acidic 2

Acid water

EDEN

The appearance of water ionizer.



The function can only work given that the faccet is turned on.

The setting of LED display

LCD display Adjustment button

Confirm button

The instruction of  pH-value adjustment

The instruction
1.Turn on the faucet.
2.Press +/- buttons to set the
   pH-value .
3.Turn off the faucet and then
   return  to the default of pH-value.

Hot-key operation to lock water level

The instruction to LOCK

1.Press +/- button to set the pH-value which you want.
2.To press LOCK button and hold for 5 seconds will cause the indicator "LOCK" Which
   appears lock the alkaline water level by pressing the button for 5 seconds. The word
   "LOCK" Appers at top right display and a flute beep as alert to finish to lock the setting.

The instruction of UNLOCK

1.Unlock the alkaline water level by pressing the button for 5 seconds . 
   The word "LOCK" Which disappears at top right display and a flute beep as alert to
   finish to UNLOCK the setting.

The instruction of control panel

The function can only work given that the faccet is turned on.

00 00

English

The setting of LED display Default value

Time
adjustment

Lock Button

pH level 
adjustment

Filter reset

Voice
assistant

EXIT

Adjust of clock or numeric value

Water level fixed locked.

Adjust the pH-value that you 
want to drink

Reset the counter of filter

Select ( Chinese, English, Music)
(Only available music on PL-735)

Exit the menu

Unlock

Default

Varies depend 
on water quality

English
Volume

adjustment
To adjust the volume of flute alert
(PL-220 do not have this function)

Micro adjustment
for pH value

12



The instruction of functions

LCD display

Display Hour

Ex to set the display
        of time as numeric

Ex to set the hour of
        clock to 10 o'clock.

The screen of standby

Operations

Item

Press either  button or  
buttons to enter 
Press  and  buttons to 
choose (the item you want 
to set)
and press  button to 
confirm.

Press and button to 
choose (the item you want 
to set)
and press button to 
confirm.

    

  

Press and buttons to 
choose (the item you
want to set)
And press button to
confirm.

    

  

Press and buttons to 
exit to finish setting.

    

Without Turning
on faucet

Time
pH Lock
pH set
Filter

M
A
I
N

Time
Key Lock
pHset
Filter

M
A
I
N

Display
Hour set
Min set
Exit

T
I
M
E

Display

Minute set
Exit

Hour set
T
I
M
E

pH Lock
pH set
Filter
Exit

M
A
I
N

pH Tune
Filter
Volume
Exit

M
A
I
N

Clock
Time

D
I
S
P

H
O
U
R

+

Control panel instructions

The screen of standby
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The screen of standby

LCD display

Minute

Ex to set the minute of
        clock as 30 minutes.

The instruction of functions

Time
Key Lock
pH set
Filter

M
A
I
N

Display
Hour set

Exit
Min set

T
I
M
E

Display
Hour set
Min set
Exit

M
A
I
N

M
I
N

+
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The screen of standby The screen of standby

The instruction of functions

LCD displayOperations

Item
LOCK pH set

Ex to SECURE the water 
quality.

Ex To set the water quality to 
"Daily usage." The original 
pH-value is 9.5 and adjust
the pH-value to 9.8.

Operating without
connecting water

Time
pH Lock
pH set
Filter

M
A
I
N

Lock
UnlockK

E
Y

M
A
I
N

Time
Key Lock
pH set
Filter

M
A
I
N

M
A
I
N

9.8
pH set

M
A
I
N

Time

pH set
Filter

pH Lock
Time
pH Lock

Filter
pH set

M
A
I
N

Press either  button or  
buttons to enter 
Press  and  buttons to 
choose (the item you want 
to set)
and press  button to 
confirm.

Press and button to 
choose (the item you want 
to set)
and press button to 
confirm.

    

  

Press and buttons to 
choose (the item you
want to set)
And press button to
confirm.

    

  

Press and buttons to 
exit to finish setting.

    pH Lock
pH set
Filter
set

pH Lock
pH set
Filter
set

15
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The screen of standby The screen of standby The screen of standby

Filter reset Volume set

Ex to reset the counter
of filter.

Ex to set the volume
        of flute to 10.

PL-325 do not have
    this function.

Voice assistant

Ex For wanting to set the
voice to music

Time
Key Lock
pH set
Filter

M
A
I
N

Time
Key Lock
pH set
Filter

M
A
I
N

pH set
Filter
Volume
voice

M
A
I
N

Time
Key Lock
pH set
Filter

M
A
I
N

Filter
Volume
Voice
Exit

M
A
I
N

Chinese
English

Exit
Music

V
O
C

Filter reset

Comfirm?

+
V
O
L

Key Lock
pH set
Filter
Volume

M
A
I
N

pH set
Filter
Volume
Voice

M
A
I
N

100%
Filter life

Time
Key Lock
pH set
Filter

M
A
I
N

The instruction of functions for 

LCD display

Only available music on PL-735Only available music on PL-735
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LCD Display Directions

100100 00

System boot Screen

the procedure of electrode board cleaning, see page.8.

Return to the standby screen after Reverse Cleaning.

The display of remain life of filter

When Self cleaning

The procedure of changing filter, see page.7.

The LCD display

12 15

Filter life Filter life

17

Please press
self cleaning button

Self cleaning
Complete

Self cleaning



 The pH-value, the remain life of filter in the figure is for simulation.

The LCD display

Sections of water quality and the messages on LCD display 
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Preparing PreparingPreparing Preparing

The standby screen The standby screenThe standby screen The standby screen

The system boot screen 
about 5 seconds(randomly)

The system boot screen 
about 5 seconds(randomly)

The system boot screen
about 5 seconds(randomly)

The system boot screen 
about 5 seconds(randomly)

Alkalike 3 Alkalike 2 Alkalike 1

pH

9.5
pH

9.0
pH(AK)10.0
pH(AC) 2.9

pH

8.5

Filter life

95%
Filter life

95%
Filter life

95%
Filter life

95%

For MIRACLE 

Alkaline

Acidic

Strong
Electrolysis

Preparing

The standby screen

The system boot screen
about 5 seconds(randomly)

Alkalike 4

Filter life

95%

For EDEN VIOLET

pH

10.0



The LCD display

Sections of water quality and the messages on LCD display 
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 The pH-value, the remain life of filter in the figure is for simulation.

Preparing Preparing Preparing Preparing

The standby screen The standby screen The standby screen The standby screen

Filter life

95%
Filter life

95%
Filter life

95%

The system boot screen
about 5 seconds(randomly)

The system boot screen 
about 5 seconds(randomly)

The system boot screen 
about 5 seconds(randomly)

The system boot screen 
about 5 seconds(randomly)

Purified Alkalike 1 Alkalike 2 Alkalike 2

5.5
pH

For EDEN

Preparing

The standby screen

Filter life

95%

The system boot screen 
about 5 seconds(randomly)

For VIOLET For MIRACLE 

4.5
pH

3.7
pH

pH(AK)10.0
pH(AC) 2.9

Alkaline

Acidic

Strong
Electrolysis



Alert message Causes and actions

Troubleshooting
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The temperature of water from inlet is too
high. Turn off the inlet and make sure the

Otemperature is below 35 C and then begin to
use again.

Water temperature
too high

When thee machine runs over 15 minutes, 
it will shut down to protect the electrolytic cell. 
If need to use the machine, please turn it on, 
again.

Run time too long

The water flow reaches the maximum
limitation. Turn the inlet valve down.

Decrease water flow
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During the suspension period of electric power
1.During operation Turn off the faucet.
2.During the suspension Turn on inlet water and use the clean water from 
   outlet pipe. The water from outlet pipe is filtered by filter.
3.After the suspension Please follow the normal procedure to operate.
4.The setting except timer and remain life of filter will be kept during the 
   suspension.

During the suspension period of water supply
1.During the suspension period of water supply MUST turn off the faucet 
   and set the branch switch to the original position.
2.After the suspension period of water supply Confirm the branch switch is 
   on the original position. And then turn on the faucet and flow water freely 
   for 1~2 minutes to drain the air and dirt from the pipes. That may cause 
   damage of filter if air or any dirt in filter.

Operations during the suspension period of 
water supply or electric power failure 



Items

Date

(Pre-filter)
The first

filter

(Pre-filter)
The second

filter
Inner filter

Maintenance 
of

Electrolytic cell

(Pre-filter)
The third

filter

Filter Maintenance Record

22



Items

Date

(Pre-filter)
The first

filter

(Pre-filter)
The second

filter
Inner filter

Maintenance 
of

Electrolytic cell

(Pre-filter)
The third

filter

Filter Maintenance Record

23



Items

Date

(Pre-filter)
The first

filter

(Pre-filter)
The second

filter
Inner filter

Maintenance 
of

Electrolytic cell

(Pre-filter)
The third

filter

Filter Maintenance Record

24



Items

Date

(Pre-filter)
The first

filter

(Pre-filter)
The second

filter
Inner filter

Maintenance 
of

Electrolytic cell

(Pre-filter)
The third

filter

Filter Maintenance Record

25



Counter Top Alkaline Water Ionizer 

Under Counter Alkaline Water Ionizer  

Reverse Osmosis Water System

Ozone Air Cleaners

Water Purifiers

Mineral Reverse Osmosis Water System

CHANSON WATER Co., LTD

Life - Health - Happiness

DEALER
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